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power output in excess of that of the 
main transmitter with which it is asso-
ciated will not be authorized. As an ex-
ception, operations on frequencies list-
ed in §§ 74.602(a), 78.18(a)(6), and 
78.18(a)(7) of this chapter are subject to 
the power limitations of §§ 74.636 and 
78.101(a). 

[68 FR 12777, Mar. 17, 2003] 

§ 101.809 Bandwidth and emission lim-
itations. 

(a) Stations in this service operating 
on frequencies in the 27.23–27.28 MHz 
band will be authorized to employ only 
amplitude modulated or frequency 
modulated emission for 
radiotelephony. The authorization to 
use such emissions will be construed to 
include authority to employ 
unmodulated emission only for tem-
porary or short periods necessary for 
equipment testing incident to the con-
struction and maintenance of the sta-
tion. 

(b) Stations in the service operating 
on frequencies above 940 MHz may be 
authorized to use amplitude modu-
lated, frequency modulated or pulse 
type of emission for radiotelephony 
and television. In addition, the use of 
unmodulated emission may be author-
ized in appropriate cases. 

(c) The maximum bandwidths which 
will normally be authorized for single 
channel operation on frequencies below 
500 MHz in this service must not exceed 
the limits set forth below: 

Type of emission 
Authorized 
bandwidth 

(kHz) 

A3E .................................................................... 8 
F3E or (G3E) ..................................................... 40 

(d) Maximum bandwidths in the fol-
lowing frequency bands must not ex-
ceed the limits set forth below: 

MAXIMUM AUTHORIZED 

Frequency band (MHz) Bandwidth 
(MHz) 

3,700 to 4,200 ................................................... 1 20 
5,925 to 6,425 ................................................... 1 30 
6,425 to 6,525 ................................................... 25 
10,700 to 12,200 ............................................... 1 40 
13,200 to 13,250 ............................................... 25 
21,200 to 23,600 ............................................... 1 50 

1 The maximum bandwidth that will be authorized for each 
particular frequency in this band is detailed in the appropriate 
frequency table in § 101.147. 

(e) The bandwidths authorized on fre-
quencies above 500 MHz must be appro-
priate to the type of operation in any 
particular case. An application re-
questing such authorization must fully 
describe the modulation, emission, and 
bandwidth desired and must specify the 
bandwidth to be occupied. 

[61 FR 26677, May 28, 1996, as amended at 68 
FR 4961, Jan. 31, 2003] 

§ 101.811 Modulation requirements. 

(a) The use of modulating frequencies 
higher than 3000 hertz for single chan-
nel radiotelephony or tone signaling on 
frequencies below 500 MHz is not au-
thorized. 

(b) When amplitude modulation is 
used, the modulation percentage must 
be sufficient to provide efficient com-
munication and must normally be 
maintained above 70 percent on posi-
tive peaks, but may not exceed 100 per-
cent on negative peaks. 

(c) When phase or frequency modula-
tion is used for single channel 
radiotelephony on frequencies below 
500 MHz, the deviation arising from 
modulation may not exceed plus or 
minus 15 kHz from the unmodulated 
carrier. 

(d) Each unmultiplexed radio-
telephone transmitter having more 
than 3 watts plate power input to the 
final radio frequency stage and ini-
tially installed at the station in this 
service after September 4, 1956, must be 
provided with a device that will auto-
matically prevent modulation in excess 
of that specified in paragraphs (b) and 
(c) of this section which may be caused 
by greater than normal audio level. 

§ 101.813 Remote control operation of 
mobile television pickup stations. 

(a) Mobile television pickup stations 
(including nonbroadcast) may be oper-
ated by remote control from the fixed 
locations for periods not to exceed 6 
months. 

(b) The Commission may, upon ade-
quate showing by the licensee as to 
why the television pickup operations 
should not be conducted under a fixed 
station authorization, renew the au-
thority granted under the provisions of 
paragraph (a) of this section. 
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(c) Reference should be made to 
§ 101.125 concerning mobile station an-
tenna height restrictions and to para-
graphs (c) and (f) of § 101.131 concerning 
control points. 

§ 101.815 Stations at temporary fixed 
locations. 

(a) Authorizations may be issued 
upon proper application for the use of 
frequencies listed in § 101.803 by sta-
tions in the Local Television Trans-
mission Service for rendition of tem-
porary service to subscribers under the 
following conditions: 

(1) When a fixed station is to remain 
at a single location for less than 6 
months, the location is considered to 
be temporary. 

(2) When a fixed station authorized to 
operate at temporary locations is in-
stalled and it subsequently becomes 
necessary for the station to operate 
from such location for more than six 
months, an application for a station 
authorization to specify the permanent 
location must be filed at least thirty 
days prior to the expiration of the six 
month period. 

(3) The station must be used only for 
rendition of communication service at 
a remote point where the provision of 
wire facilities is not practicable. 

(4) The antenna structure height em-
ployed at any location may not exceed 
the criteria set forth in § 17.7 of this 
chapter unless, in each instance, au-
thorization for use of a specific max-
imum antenna structure height for 
each location has been obtained from 
the Commission prior to erection of the 
antenna. See § 101.125. 

(5) Applications for such stations 
must comply with the provisions of 
§ 101.21(f). 

(b) Applications for authorizations to 
operate stations at temporary loca-
tions under the provisions of this sec-
tion may be made upon FCC Form 601. 
Blanket applications may be submitted 
for the required number of transmit-
ters. 

(c) Prior coordination of mobile as-
signments will be in accordance with 
the procedures in § 101.103(d) except 
that the prior coordination process for 
mobile (temporary fixed) assignments 
may be completed orally and the pe-
riod allowed for response to a coordina-

tion notification may be less than 30 
days if the parties agree. 

[61 FR 26677, May 28, 1996, as amended at 63 
FR 68984, Dec. 14, 1998; 65 FR 38332, June 20, 
2000; 68 FR 4961, Jan. 31, 2003] 

§ 101.817 Notification of station oper-
ation at temporary locations. 

(a) The licensee of stations author-
ized pursuant to § 101.813 must notify 
the Commission prior to each period of 
operation. This notification must in-
clude: 

(1) The call sign, manufacturer’s 
name, type or model number, output 
power and specific location of the 
transmitter(s); 

(2) The maintenance location for the 
transmitter; 

(3) The location of the transmitting 
or receiving station with which it will 
communicate and the identity of the 
correspondent operating such facili-
ties; 

(4) The exact frequency or fre-
quencies to be used; 

(5) The public interest, convenience 
and necessity to be served by operation 
of the proposed installation; 

(6) The commencement and antici-
pated termination dates of operation 
from each location. In the event the ac-
tual termination date differs from the 
previous notification, written notice 
thereof promptly must be given to the 
Commission; 

(7) Where the notification con-
templates initially a service that is to 
be rendered for a period longer than 90 
days, the notification must contain a 
showing as to why application should 
not be made for regular authorization; 
and 

(8) A notification must include com-
pliance with the provisions of 
§ 101.813(c). 

(b) A copy of the notification must be 
kept with the station license. 

[61 FR 26677, May 28, 1996, as amended at 63 
FR 68984 Dec. 14, 1998] 

§ 101.819 Stations affected by coordi-
nation contour procedures. 

In frequency bands shared with the 
communication-satellite service, appli-
cants must also comply with the re-
quirements of § 101.21. 

Subpart K [Reserved] 
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